Cct ober 29, 2002

MEMORANDUM FOR:  Roy W Anderson
Spati al Reference System Division

FROM Charles W Chall strom
Director, National Geodetic Survey

SUBJECT: | NSTRUCTI ONS: MONTI CELLO GPS SURVEY (GPS-1766)
Task Nunber: 18K6D20P00

GENERAL :

The National Geodetic Survey (NGS), along with manufacturers of GPS
receivers, are to establish and position a commenorative marker

dedi cated to the Lewis and Cl ark Expedition and their Corps of

Di scovery.

Only one new station will be established - MONTICELLO. Three

exi sting FBN CBN PACS wi Il be occupied and five CORS will also be
used. The three stations are D 499 (PID GA2018), V 497 (PI D GA2026),
and AIRPORT G 1 (PID HMB671). The CORS to be used are Corbin,
Ri chnmond, Fan Munt ai n, Washi ngton, and Gait hersburg.

The project coordinator is M. Roy Anderson, NGS.

Vol unteers from Ashtech, Leica, Topcon, and Trinble wll perforned
t he observati ons.

The project will be perfornmed under the technical nmanagenment of NGS.

SPECI FI CATI ONS:

Project requirenents for the observations are to ensure 2-centinmeter
| ocal accuracy in the horizontal conponent, as well as 2-centineter
| ocal accuracy for the ellipsoid heights.

Positions and data for the CORS are avail able fromthe NGS web site.

Observations are to be three 5% hour sessions for each station with
one session offset by 4 hours.

N NGS21: DHendr i ckson: 713-3194: ang: 10- 23- 02
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In general, station occupation and observing procedures nust be
carried out according to appropriate sections of the "NGS Operations
Handbook"” and the current applicable receiver field manuals. Data
formats and digital file definitions are given in "lInput Formats and
Speci fications of the National Ceodetic Survey Data Base," Volune |.
Hori zontal Control Data, Federal Geodetic Control Subconmttee,
Sept enber 1994, revised and reprinted Novenber 1998. Success in
nmeeting the accuracy standards will be based on repeatability of
measur ement s and adj ust ment residual s.

CGeneral specifications for the project are given in "Geonetric
Ceodeti ¢ Accuracy Standards and Specifications for Using GPS Rel ative
Posi ti oni ng Techni ques," Version 5.0: dated May 11, 1988, reprinted
with corrections August 1, 1989. Specific project criteria and

devi ations fromthe general specifications are given in the follow ng
sections.

Project Network - A list (Table 1) and sketch of stations involved in
this project will be provided.

Data Acquisition - Data collection nmust be acconplished as specified
in the appropriate dual -frequency receiver field manuals in the
conpressed node at a 15-second epoch collection interval. The GPS
recei vers nust be dual -frequency and full-wavel ength. Track
satellites down to a 10-degree el evation angle.

Record weat her data just before, at the md-point of, and i medi ately
after each session. Meteorological data shall also be collected

i medi ately after an obvi ous weat her front passes during a session
and i mredi ately before it passes, if possible. Pressure and relative
hum dity neasurenents nust be nade near and at about the height of
the GPS antenna phase center. |Indicate in the |log the |ocation of

t he baronmeter and psychroneter

Survey operations shall be conducted with due regard to the safety of
personnel and equi prent. Contact with the airport traffic contro
tower is mandatory during surveys at any controlled airports.

Vector Conputations - Data nmanagenent, quality review of collected
data, and final vector processing for the survey will be acconplished
usi ng PAGES. Vectors shall be conmputed in the International Earth
Rotation Service Terrestrial Reference Frame (I TRF) system using the
nost current epoch and precise | GS ephenerides. Use 30-second epoch
intervals for data processing. Mnunent positions will be used for
CORS when avail abl e, otherw se, antenna reference point (ARP)
positions will be used.
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The data will be processed in 24-hour sessions (or slightly longer if
t he observation session crosses 0000 UTC) in order to utilize the
24-hour data sets collected at the CORS. The “fixed baseline” option
in PAGES will be used to conmpute direct baselines between the CORS.
The “fixed baseline” schene will depend on the |ocation and
reliability of the CORS used in this project.

For stations where weather data are not available, or are suspect,
predi cted val ues conputed in PAGES based on the station's |atitude,
hei ght above nean sea level, and tine and day of year will be used.
Use 15 degrees as the cutoff elevation angle in data processing. A
cutoff angle of 10 degrees may be used when necessary to inprove
results.

The type of final solution, L1 versus ion-free, will depend on the
length of the vectors. For vectors which are less than 10 kmin
length, the final reduction will consist of a L1 fixed solution.
These vectors will be conmputed in a separate processing session from
the | onger vectors conputed in an ion-free sol ution.

In general, vectors greater than 10 kmin length are to be conmputed
in an ion-free fixed, or partially-fixed, solution. 1In all cases,
integer anbiguities will be fixed for each vector whenever possible.

The quality of collected data shall be determined fromthe plots
generated from PAGES, by analysis of repeated vectors and/or

conpari son of station positions, and free adjustnent residuals and/or
| oop m sclosures. In addition, a constrained adjustnent constraining
the CORS will be perforned.

Qual ity checks for conformance with NGS format standards such as
executing software progranms COVWPGB, OBSCHK, and OBSDES wi || be
performed. Final |ITRF vectors will be assessed and transfornmed to
t he NAD 83 coordi nate system using program ADJUST. All B-files and
G files nmust be conplete, including *25* and *27* records.

Station Descriptions - Station recovery notes nust be submitted in
conput er -readabl e form usi ng WDDPROC software. |Include the nane,
address, and, if public ownership, the tel ephone nunber of the
responsi ble party. Do not include the tel ephone nunbers of private
property owners.

Special Requirenents - Antenna set-up is critical to the success of
this project. Fixed-height tripods are preferred for all receivers.
Fi xed- hei ght tripods shall be tested for stability, plunb alignnment,
and height verification at the start and end of the project. The

pl umbi ng bubbl es on the antenna pol e of the fixed-height tripod

must be shaded when plunbing is perforned. They nust be shaded for
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3 mnutes before checking and/or re-plunbing. Al so, the
per pendi cul arity of the poles nust be checked at the begi nning of
the project and any other time there is suspicion of a problem

When a fixed-height tripod is not used, the height of the antenna
nmust be carefully neasured to prevent station set-up blunders from
occurring. Tribrachs used for these set-ups nmust be checked and

adj usted when necessary. Totally independent neasurenents of the

ant enna hei ght above the mark in both netric and English units nust
be made before and after each session. Soneone other than the
observer mnust check the neasurenent conputations by carefully
conparing neasurenents and then entering his/her initials on the |og.
Sonme GPS ant ennas have detachabl e ground pl anes and radones. In
order to help identify what exactly was used at a particular site, it
woul d be useful to have a snapshot of the setup. Al observers
shoul d take a photograph of the setup, if possible, with a close-up
of the antenna as viewed fromthe side.

In addition, digital photographs of each survey mark are required.
See “Requirements for Digital Photographs of Survey Marks & CORS
Antennas,” Version 5, for specific information

Al so, a rubbing of the stanping of the nmark nmust be nade at each
visit to a station. If it is inpossible to make a rubbing of the
mar k, a plan sketch of the mark nust be substituted, accurately
recording all markings.

Al so, for each station visited, a visibility obstruction di agram nust
be prepared and the TO REACH description carefully checked for errors
or om ssi ons.

Lastly, the follow ng nust be recorded on the GPS Station Qbservation
Log form (avail able at http://wwm. ngs. noaa. gov/ PROJECTS/ FBN and cli ck
on the Forms |ink) at each occupation of a station:

(1) receiver manufacturer,

(2) antenna manufacturer,

(3) receiver nodel nunber (part nunber),

(4) antenna nodel nunber (part nunber),

(5) the conplete serial nunber of the receiver, and
(6) the conplete serial nunber of the antenna.

Success of this project requires that the highest quality GPS data be
collected. Therefore, during each station occupation, the operators
shall carefully nonitor the operation of the receivers. Any
irregularities in the data due to equi pnment mal function, DOD adj ust -
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ment of the satellite orbit, obstructions, etc., nmust be reported to
t he Project Devel opnent Branch, N NGS21, as soon as possible and
noted on the observing log. |If the quality of observations for an
observi ng session is questionable, notify the Project Devel opnent
Branch i mredi at el y.

The survey team shall not depart the project area until they have
quality reviewed all data and advi sed N NGS21.

G&PS DATA:

Visibility tables and plots of the present satellite constellation
for Cctober 15, 2002, have been reviewed and two observi ng wi ndows
sel ected - 1200 UTC (8:00 AM I ocal) and 1600 UTC (12 NOON | ocal).

It should be noted that during these windows, PRN s 2 and 21 are
unheal thy. For operational use, current data nust be generated with
Trinble mssion planning software or from program SATVAP

A project report and the data listed in Annex L of "Input Formats and
Speci fications of the NGS Data Base" and in the attached addendum f or
t he adjustnment portion of the project nust be transmtted. Any data
consi dered suspect as to quality in achieving accuracy standards
shoul d be sent via FedEx imrediately for office review. Backup of
transmitted data nust be held until notified by the Project

Devel opnment Branch, N NGS21.

The data set collected during the project shall be naned

"“mont 102d. 1036". Al records in connection with this project shal
be titled “MONTI CELLO GPS SURVEY". The project nunber (accession
nunmber) is GPS-1766.

LI Al SON:

Li ai son nust be maintained with designated offices at the Nationa
Ceodeti ¢ Survey headquarters |ocated at:

1315 East-West H ghway
Silver Spring, Maryland 20910-3282

Questions and probl ens concerning adj ustnent processing should be
directed to:

Maral yn L. Vor hauer

Qobservation and Anal ysis Division
N NGS4, SSMC 111, Station 8562

Tel ephone: 301-713-3176, ext. 104
Fax: 301-713-4327

e-Mai |l :  Maral yn. Vor hauer @hoaa. gov
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Questions and probl ens concerning vector processing should be
directed to:

Jul i ana Bl ackwel |
Fi el d Operations Branch
bservation and Anal ysis Division

N NG541, SSMC |11, Station 8458
Tel ephone: 301-713-3215 ext. 108
e-Mai |l : Juliana. Bl ackwel | @oaa. gov

Questions and probl ens concerning using CORS data in processing
shoul d be directed to:

Nei | Weston
Ceosci ences Research Divi sion
N NGS6, SSMC I, Station 9830

Tel ephone: 301-713-2847, ext. 202
Fax: 301-713-4475
e-Mail: Neil.Wston@oaa. gov

Questions and problenms which could affect the technical adequacy of
the project should be directed to:

Stephen J. Frakes (Douglas R Hendrickson)

Chi ef, Project Devel opnent Branch

Spatial Reference System Divi sion

N NGS21, SSMC 111, Station 8853

Tel ephone: 301-713-3194, ext. 111 (ext. 127)

Fax: 301-713-4316

e-Mail: Steve. Frakes@oaa. gov (Doug. Hendri ckson@oaa. gov)

The NGS coordinator for the project is:
Roy W Anderson

Proj ect Devel opnent Branch
Spati al Reference System Divi sion

N/ NGS21, SSMC III, Station 8709
Tel ephone: 301-713-3194
e-Mail: Roy Ander son@oaa. gov

Anot her contact at NGS is:

David R Doyl e

Spati al Reference System Divi sion
N NGS2, SSMC 111, Station 8826
Tel ephone: 301-713-3178

e-Mai | : Dave. Doyl e@oaa. gov
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Nanes and tel ephone nunbers of |ocal contacts are given in the
station description material.

ADDRESS:

Keep NV NGS41 infornmed of the party's physical address and tel ephone
nunber at all tines.

PUBLICITY:
See "NGS Operations Handbook," Section 1.4.1.
EXPENSES:

Expenses for this project will be charged to task nunber
18K6D20P00.

TRAVEL:
Travel and per diemare authorized in accordance with Federal Travel
Regul ati ons, Part 301-11, Per Diem All owances. Current per diem

rates were effective Qctober 1, 2002.

ACKNOW EDGVENT:

Pl ease acknow edge recei pt of these instructions in your Mnthly
Report.

cc: NNGS - D Zlkoski*
N NGS - S. M senhei ner*
NNGS1 - G Mtchell
N NGS11 - S. Cofer
N NGS21 - S. Frakes
N NGS21 - D. Hendrickson*
N NGS21 - D. Doyl e
N NGS22 - T. Sol er

N NGS3 - J. Bail ey
N NG54 - E. Wade

N NGS4 - M Vor hauer
N NGS4 - D. Hoar

N NGS41 - W MlLenore
N NGS41 - J. Bl ackwel |
N NGS5 - R Snay

N NGS6 - N Weston
FGCS Menber s*

* first page only
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DATA TO BE SENT TO HEADQUARTERS RELATI NG TO
THE ADJUSTMENT PORTI ON OF
FBN CBN PRQIECTS

Free adjustnent in NAD 83 (UNI X run).
Plots of the free adjustnent created by running “plotres_pronpt.bsh”
on a UNI X server. Plots require a printer that supports postscript.
The output file (long.out) contains a list of residuals which nay be
sorted using the foll ow ng conmands:

vi | ong. out

:1,% !'sort +0.47 (sorts horizontal residuals)
:1,%$ !'sort +0.71 (sorts vertical residuals)

(OPTI ONAL) Constrai ned horizontal adjustnent hol ding NGS CORS
positions and el lipsoid heights.

Fi nal conbi ned Blue Book file (ASCII required) with *86* records
(GEQ D99) .

Fi nal description file (ASCII required.)
Final Gfile (ASCII required.)

OBSCHK out put . *

CHKDDESC out put . *

OBSDES out put . *

*Any errors or warning nessages nust be expl ai ned.



